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• PAINTED STEEL FRAME

• HD POLYETHYLENE TANK

• TANK CAPACITY 6 KG

• DOUBLE-ACTING PISTON

• RIGHT- OR LEFT-HANDED MACHINE

• ROTARY DISC GRINDER UNIT

• 5 POSITION POWDER REGULATOR

• DELIVERY HOSE

• 2 EXTENSION POLES

• POWDER SPREADER

• NET WEIGHT 6.5 KG APPROX.
• SUITABLE FOR DISTRIBUTING POWDER IN AGRICULTURE

• TANK CAPACITY 6 KG

• HD POLYETHYLENE ANATOMIC FRAME

• OPTIMAL WEIGHT DISTRIBUTION

• ADJUSTABLE SHOULDER STRAPS

• CENTRIFUGAL IMPELLER WITH POWDER 
FALLING VERTICALLY

• ELECTRIC MOTOR

• TECHNICAL HOUSING SEPARATE FROM 
MACHINE BODY

• RECHARGEABLE 12V BATTERY

• BATTERY CHARGER

• 5 POSITION POWDER REGULATOR LEVER

• MECHANICAL MIXING SYSTEM

• PEAK AIR FLOW RATE 28 LT/S

• PEAK POWDER FLOW RATE 0.3 KG/MIN

• DELIVERY HOSE

• EXTENSION POLE

• POWDER SPREADER

• NET WEIGHT 8KG APPROX.
• SUITABLE FOR DISTRIBUTING POWDER IN 

AGRICULTURE

Q.ty: Pieces 1
Dim.(cm): 46x29x52
Weight (kg): 7,500

Q.ty: Pieces 24
spare parts on page   65

Q.ty: Pieces 1
Dim.(cm): 45x36x64
Weight (kg): 10,000

Q.ty: Pieces 15
spare parts on page  65

SV 80 
MANUAL DUSTER

DINAMICA 
ELECTRIC KNAPSACK DUSTER 

WITH RECHARGEABLE 12 VOLT BATTERY

METAL STRUCTURE TUBE END WITH POWDER SPREADER

LEVER TO ADJUST 
THE QUANTITY OF POWDER 

DELIVERED

FUSE COMPARTMENT,
USEFUL FOR THE ELECTRICAL
PROTECTION OF THE MACHINE

ON-OFF SWITCH CONVENIENTLY 
ACCESSIBLE FROM 

THE SIDE OF THE MACHINE
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Model Code Min. q.ty                            

DINAMICA electric duster         SVE 1

Model Code Min. q.ty                            

Manual duster SV 80                     SV 1


